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STATE OF MARYLAND 
CRITICAL AREA COMMISSION 

CHESAPEAKE AND ATLANTIC COASTAL BAYS 
1804 West Street, Suite 100, Annapolis, Maryland 21401 

(410) 260-3460 Fax: (410) 974-5338 
www.dnr.state.md.us/criticalarea/ 

July 8, 2005 

Ms. Yvonne Chaillet 
Department of Planning and Zoning 
23150 Leonard Hall Drive 
Leonardtown, Maryland 20650 

RE:     James Spindler Variance 
#05-1042 

Dear Ms. Chaillet: 

I have reviewed the variance application to clear more than 30% on Lot 8 and to impact the 100- 
foot and expanded Buffer for a new dwelling, driveway, and septic reserve area. 39.7% clearing 
is proposed.   The lot is grandfathered and the expanded Buffer covers a significant portion of the 
site. 

This office does not oppose placement of a dwelling on this lot. However, it appears that impacts 
to the expanded Buffer could be minimized by replacing the circular driveway with a straight 
driveway and by moving the dwelling up to the 25-foot building reserve line along Cherry Lane. 
We recommend that the applicant provide mitigation for all Buffer disturbance at a 3:1 ratio 
using native plantings, on site if possible. 

Thank you for the opportunity to comment. Please include this letter in the file, and submit it as 
part of the record. Please notify the Commission in writing of the decision in this case. 

Sincerely 

Regina A. Esslinger, Chief 
Project Evaluation Division 

RAE/jjd 

cc:        SM443-05 

TTY for the Deaf 
AnnapoUs: (410) 974-2609 D.C. Metro: (301) 586-0450 
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GENERAL NOTES 

i. 
2. 
3. 
4. 
5. 
6. 
7. 
8. 
9. 

10. 

77. 

12. 

13. 
14. 

The property shown is on  Tax Map 20, Block 5,  P/0 Parcel 183 
Site area:  20,951.64 sq ft± 
The property is zoned RNC/LDA Critical Area Overlay. 
Building restriction  lines shall be per St.  Mary's County Zoning Ordinance. 
There shall be a  10 foot utility easement along each lot line. 
The site is served by an indivdual on-site sewage disposal system. 
Deep  wells shall be drilled to an approved confined aquifer. 
This subdivision is in compliance with  the St. Mary's County Comprehensive Water and Sewerage Plan. 
This Health Department approval certifies  that the above lots are in  consonance with pertinent Health 
Department laws and regulations as of the approval date;  however,  this approval is subject to change 
in such laws and regulations.  Changes in  topography and site designation may void this approval. 
The designated perc area is the only area approved by the St.  Marys County Health Department for 
sewerage disposal purposes.   The approved area includes an area of 1.650 square feet  for sewerage 
disposal purposes as required by current Maryland State Health Department laws.  Improvements of any 
nature   including but not limited to  the installation  of other utility lines in  this area may render the 
lot undevelopable.   To determine the exact area of the lot approved for sewerage disposal purposes 
or to establish  a different area  for such purposes, you should contact  the St.  Marys County Health 
Department,  Office of Environmental Health,   g    Indicates perc test. 
"Minimum Ownership Statement" -This lot contains an area of at least 20,000 square feet which does 
not include rights-of-way,  50 year flood plains or grades of 25% or greater. . ^ , 
The plat shown hereon  was prepared without the benefit of a title search.  Other easements and/or 
riqhts-of-way may exist  that are not shown hereon.   This plat is subject  to  Title Search. 
Other than  those wells and septic systems shown,   there are no other apparent  wells and/or septic 
systems within  100 feet of the proposed well and/or sewerage easement. 
The plan shown  hereon does not represent a boundary survey by this firm.. 
This lot  will be graded so as to drain surface water away from  the foundation  walls.     The grade 

away from  the foundation  walls will fall a minimum of 6 inches within  the first 10 feet. 

CRITICAL AREA NOTES 

DETAIL 22 - SILT FENCE 

36' MINIMUM LENGTH FENCE POST, 
DRIVEN A MINIMUM DF 16' INTO 
GROUND 

— 16' MINIMUM HEIGHT OF 
GEDTEXTILE CtASS F 

— 8' MINIMUM DEPTH IN 
GROUND 

36' MINIMUM FENCE- 
POST LENGTH 

FILTER 
CLOTH- 

FLOW FLOW 

PERSPECTIVE VIEW 

EMBED GEDTEXTILE CLASS F 
TOP VIEW      A MINIMUM DF ff- VERTICALLY 
      INTO THE GROUND 

- FENCE POST SECTION 
MINIMUM SO* ABOVE 
GROUND 

UNDISTURBED 
GROUND 

-FENCE POST DRIVEN A 
MINIMUM DF 16' INTO 

V _I_ THE GROUND 

CROSS SECTION 

STAPLE' 

JOINING TWO ADJACENT SILT 
FENCE SECTIONS 

STANDARD SYMBOL 

I SF 1 

Conrtr-uction Spwclf icatlons 

1. F«nc« pois-t« shall b* a nlnmun of 36' lono (*"iv«n 16' nlnlnun iirto th« 
yound.  Wood posts shall b* ll/S"  x U/S* squar* (nimnuKi cut, or 13/4' dlonetir 
(nlninurO round ond shall be of sound quality hordnrood. St««l posts will be 
standard T or U section «elghtlnfl not less than 1. 00 pond per linear foot. 

2. Geotextlle shall be fastened securely to each fence post with wire ties 
or staples at top and nld-sectlon and shall neet the followlna requIrenents 
for Geotextlle Class Fi 

Tens I le Strength 
Tens Ile Modulus 
Flow Rate 
Filter I no Efficiency 

50 lbs/in <nln. > 
SO (bs/ln Cnin. > 
0. 3 go' W/ mnute (nax. > 
75%  (Bin. > 

Tes-b MSMT 509 
Testi MSMT 509 
Testi MSMT 322 
Testi MSMT 322 

3. Where ends of seotextile fabric cone tofiether, they shall be overlapped, 
folded and stapled to prevent sedlnent bypass. 

4. Silt Fence shall be inspected after each rainfall event and maintained when 
bulges occur or when sedlnent accunulatlon reached SOX of the fabric height. 

U.S. DEPARTMENT Dr AGRICULTURE 
SD1L CDNSERVATinN SERVICE  
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MARYLAND  DEPARTMENT  DF  ENVIRONMENT 
WATER  MANAGEMENT  ADMINISTRATION 

1. Approximately 20,651.64 s.f. of this site lie within Maryland's Critical Area.    Any 
and all development activities proposed within  this area are subject to Critical 
Area regulations and will not be permitted until all appropriate Local.  State and 
Federal agencies have conducted a thorough environmental review and have 
approved the development plan. 

2. The  100 foot Critical Area Buffer must remain in natural vegetation and may 
not be disturbed except as provided under Section 38.2 of the St.  Mary's 
County Critical Area Ordinance, part  13,  Habitat Protection. 

3. No development is permitted in  wetlands without approval from the appropriate 
Local,  State and Federal agencies. 

4     All existing forest shown hereon shall remain undisturbed except as permitted 
under the provisions of the St. Mary's County Critical Area Ordinance.    Any and 
all afforested or reforested areas created under the provisions of the St.  Marys 
County Critical Area Ordinance and designated on  this plat shall be preserved 
from  future disturbance. 

5. Existing impervious surface within  100 foot Critical Area Buffer is 0.00 square feet. 
6. Area of slopes 15% or greater is 12.420 sq ft 
7. Existing trees or forested area is 14,245 sq ft. 
8     Area of existing impervious surfaces is 0.00 square feet. 
9. Locations of natural heritage areas,  habitats of threatened or endangered species 

and habitats of significant plants or wildlife are identified on  this plat in 
accordance with Section 38.2 of the St.  Mary's County Critical Area Ordinance, 
part 13,  Habitat Protection. 

10. Proposed areas of vegetation clearing is 5,662 sq ft 
11. Proposed area of soil disturbance is 8,400 sq ft 
12. Proposed area of impervious surface is 3,680 sq ft 
13. Required areas of reforestation or afforestation is 0.00 acres. 
14   "This boundary survey has been prepared in accordance with deeds and plats of 

record and the recording thereof does not assure title to any portion or portions 
of said property which may lie beyond the natural mean high  water mark or tidal 
wetlands.    In accordance with  the state Critical Area laws, no portion or portions 
of said property shall be used for calculations of density rights,  and furthermore, 
a 100 foot protective buffer as shown shall be maintained from said mean high 
water or adjacent tidal wetlands since the riparian rights to the jame are subject 
to  the regulatory powers of the State and Federal Governments." 

OWNER/DEVELOPER CERTIFICATION 

Any clearing,  grading,  construction or development,  or all of these,   will be done pursuant  to 
this plan and that all responsible personnel involved in  the construction project will have a 
Certificate of Training at a Maryland Department of Environnment approved training program 
before beginning the project. 

DETAIL 24  -  STABILIZED CDNSTRUCTIDN ENTRANCE 

-50'   MINIMUM 

*t*&fr 
GEDTEXTILE CLASS 
DR BETTER 

MOUNTABLE 
BERM <6' MIN.) 

EXISTING PAVEMENT 
EARTH FILL 
PIPE AS NECESSARY 

•-EXISTING GRDUNB 

MINIMUM 6' DF 2'-3' AGGREGATE 
OVER LENGTH AND WIDTH OF 
STRUCTURE 

PROFILE 

-« 50" MINIMUM- 
LENGTH 

Construction Specification 

1. Length - nlnlnun of SV  <»30-   for single residence lot), 

2. Width - IC nlnlnun, should be flared at the existing rood to provide a turning 
radius. 

3. Geotextlle fabric (filter cloth) shall be placed over the existing ground prior 
to placing stone,  »«The plan approval authority noy not require single fanl ly 
residences to use geotextl le. 

4. Stone - crushed aggregate <2' to 3*) or reclamed or recycled concrete 
equivalent shall be placed at least 6' deep over the length and width of the 
entrance. 

5. Surface Water - all surface water flowing to or diverted toward construction 
entrances shall be piped through the entrance, nolntolnlng positive drainage.  Pipe 
installed through the stabilized construction entrance shall be protected with a 
nountable bem with 5i 1 slopes and a nlnlnun of 6' of stone over the pipe.  Pipe has 
to be sized according to the drainage.  When the SCE Is located at a high spot and 
has no drainage to convey a pipe wi 11 not be necessary.  Pipe should be sized 
according to the anount of runoff to be conveyed.  A 6' iilnlnun wl 11 be required. 

6. Location - A stabilized construction entrance shall be located at every point 
where construction traffic enters or leaves a construction site.  Vehicles leaving 
the site nust travel over the entire length of the stabilized construction entrance. 

TEMPORARY SEEDING RATES, DEPTHS AND DATES 
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17. 

18. 

U.S. DEPARTMENT OF AGRICULTURE 
SOIL CONSERVATION SERVICE 
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MARYLAND  DEPARTMENT  DF  ENVIRONMENT 
WATER MANAGEMENT ADMINISTRATIDN 

Jaiipes J. Spindler 

HEALTH DEPARTMENT 

Sanitarian Date 

Environmental Health Director Date 

OWNER/DEVELOPER 

James J.  Spindler 

2654 Pinewood Drive 

Waldorf,  Maryland 20601 

(301)  705-7383 

SPECIES 

MINIMUM SEEDING RATES 
PLANTING 

DEPTH56 

HARDINESS ZONES 37 

7a AND 7b 
AND SEEDING DATES58 

PER ACRE 
LBS/1000 

SQ.FT. INCHES 
2/1 - 
4/30 

5/1 - 
8/14 

8/15 - 
11/30 

CHOOSE ONE: 
BARLEY 
OATS 
RYE39 

2.5 BU.  (122 lbs) 
3 BU.  (96 lbs) 

2.5 BU. (140 lbs) 

2.60 
2.21 
3.22 

1 - 2 
1 - 2 
1 - 2 

X 
X 
X 

- 
BY 

10/15 

X 

BARLEY OR 
RYE PLUS 
FOXTAIL MILLET40 

150 lbs 3.45 7 X 
X 

X 
X 

10/15 
X 

WEEPING 
LOVEGRASS41 

4 lbs 0.09 1/4 -  1/2 - X — 

ANNUAL RYEGRASS 50 lbs 1.15 1/4 -  1/2 X - 11/1 

MILLET42 50 lbs 1.15 1/2 - X - 
36 Applicable on slopes of J: / or flatter 
37 Refer to Figure A  - Adopted from USDA. ARS Miscellaneous Publication #7475, January 1990 
38 Between fall and spring seeding dates, use mulch only if ground is frozen and reseed when thawed 
39 May be used as a nurse crop for late fall/early winter permanent seedings, odd 56 Ibs/ac to the permanent seeding mixture 
40 Maryland State Highway Administration  Temporary Seed Mix 
41 May be used as a nurse crop for mid-summer permanent seedings.    Add 2 Ibs/ac to permanent seed mix 
42 May be used as a nurse crop for mid-summer permanent seedings.    Add 10 Ibs/ac to the permanent seeding mix 

SEDIMENT AND EROSION CONTROL NOTES 

1     Prior to any excavation or placement of embankment materials,  all sediment control 
measures shall be installed and in place.     The sediment control measures shown on  this 
plan may be adjusted to meet field conditions at the time of construction. 
ANY ADJUSTMENTS TO  THE PLAN MUST BE APPROVED BY THE INSPECTION AGENCY. 

2.    All construction and placement of sediment control measures shall be in accordance with 
the  "Standards and Specifications for Soil Erosion and Sediment Control in Developing 
Areas for Soil Conservation Service" dated 1994. 

3 Sediment basins shall be the first sediment control measure installed and the last  to be 
removed so that sediment is controlled during all other construction operations.     When 
final site grading is completed and all upstream areas are stabilized,  the basins shall be 
cleaned out,  leveled,  and a permanent stabilization applied as specified on  the plan. 
The sediment basins shall be removed under dry conditions,  and any and all sediment 
control devices shall not be removed without the permission of the Inspection Agency. 

4 Periodic inspection and maintenance of all sediment control devices shall be provided by 
the Contractor to insure that the intended purpose of the device is accomplished.     The 
Contractor is to repair any and all sediment control devices damaged or destroyed during 
construction,  and all sediment basins are to be cleaned out following each major storm 
to insure continued operation of the basins. 

5. Following initial soil disturbance or re-disturbance, permanent or temporary stabilization 
shall be completed within: +    ,       .,, 
A     Seven (7) calendar days as to  the surface of all perimeter controls,   dikes,  swales 

ditches, perimeter slopes and all slopes greater than  three (3) horizontal to one (1) 
vertical,  (3:1),  and; .L. •    t 

B.    Fourteen (14) calendar days as to all other disturbed or graded areas on  the project 

site. 
6. No constructed or altered slope shall be greater than 3:1. 
7     Upon completion of all excavation,  the area shall be sloped and graded as shown.    All 

disturbed areas not otherwise paved,  gravelled or sodded shall be topsoiled,  limed, 
fertilized,  seeded and mulched in accordance with  S.C.S.  Standard Section III. 
A. Lime:     Two (2) tons Dolomitic Limestonse per acre. 
B. Fertilizer:     600 pounds,  0-20-20 per acre. 

400 pounds, 38-0-0 per acre. 
300 pounds,   10-20-20 per acre. 

Lime and fertilizer is to be disced uniformly into soil. 
C. Seed:     60 pounds Kentucky 31  Tall Fescue per acre. 
D. Mulch:     One and one-half (1-1/2) to two (2) tons of straw per acre. 
E. Binder:     348 gallons of RS-1 per acre. ^ ^    4 

8.     The Maryland Department of the Environment, Enforcement Division,  shall be notified at 
least 48 hours prior to the start of any work at (410) 414-3400. 

9     Prior to the start of work,  the Contractor is to obtain Maryland Department of the 
Environment approval of any proposed plan changes and sequence of construction, 
specifically relating to installation,  inspection, maintenance and removal of erosion and 
sediment control measures. ,  .,• u  ^ 

10. Sediment control measures are not to be removed until the areas served have established 
vegetative cover,  and with  the permission of the MDE Enforcement Inspector. 

11. When pumping sediment laden  water,  the discharge must be directed to an  approved 
sediment trapping measure prior to release from  the site. 

12. All temporary stockpiles are to be located within areas protected by sediment control 
measures,  and are to be temporarily stabilized. 

13. All sediment control dikes, swales,  basins and flow lines to basins will be temporarily 
seeded immediately upon installation  to reduce the contribution  to sediment loading. 

14     Disposal of excess earth materials on State or Federal property requires MDE approval, 
otherwise, materials are to be disposed of at a location approved by the local authority. 

15. Temporary soil erosion and sediment control measures are to be provided as per the 
approved plan prior to grading operations.    Location adjustments are to be made in 
the field as necessary.     The minimum area practical shall be disturbed for the minimum 
possible time. 

16. If grading Is completed out of seeding season,  graded areas are to be temporarily 
stabilized by mulch and mulch anchoring.    Mulch material shall be unweathered, un- 
chopped small grain straw spread at a rate of 1-1/2 to 2 tons per acre.    Mulch 
anchoring to be accomplished by an approved method,  use of a mulch anchoring tool 
is recommended where possible. »-««>. 
Implementation of the sediment control plan shall be in accordance with  ffte    1994 
Maryland Standards and Specifications for Soil Erosion and Sediment Control . 
The Contractor is responsible for implementation and maintenance of the approved plan, 
and all other measures necessary to control,  filter or prevent sediment from leaving 
the site. 

19. In cases where storm water management structures are a part of site developmem, 
removal of sediment control structures may not be accomplished before the contributing 
drainage area to the stormwater management structure is stabilized.    Also, proper 
dewatering of the sediment basin must be accomplished to prevent loss of sediment 
from  the site. 

20. On sites where infiltration  techniques are utilized for the control of stormwater,  extreme 
care must be taken  to prevent all runoff from entering the structure during construction. 

21. Sediment control for utility construction outside of the proposed sediment control 
measures shall be as follows: 
A. Excavated trench material shall be placed on  the high side of the trench. 
B. Immediately following pipe installation,  the trench shall be backfilled,  compacted 

and stabilized at the end of each  working day. 
C. Temporary silt fence or straw bale dikes shall be placed immediately downstream 

of any disturbed area intended to remain disturbed longer than one (1) working day. 
22. On all sites,  approval of the inspection agency shall be requested upon completion of the 

installation of the perimeter erosion and sediment controls,  but before proceeding with 
any other earth disturbance or grading.     Other building or grading inspection approvals 
may not be authorized until this initial approval by the inspection agency is made. 

23. Approval shall be requested upon  final stabilization before removal of sediment controls. 

Construction Sequence  
1. 48 hours prior to construction,  contact INSPECTION AGENCY,  Regional Chief, 

Enforcement Division.  Department of the Environment,   1800  Washington 
Boulevard, Baltimore,  MD 21230,  (410) 414-3400. 

2. Clearing and grubbing for those areas necessary for Installion of perimeter 
sediment control devices.    (2 days) 

3. Install sediment control devices.    (1 day) 
4. Request approval from  the INSPECTION AGENCY upon completion of the 

installation of all perimeter erosion and sediment control before proceeding with 
other earth disturbance and grading.     Other construction or grading inspection 
approvals may not be authorized until the initial approval by the INSPECTION 
AGENCY. 

5. Construct house and driveway.       (120 days) 
6. Permanently stabilize remaining disturbed areas.    (2 days) 
7. Request approval from  the INSPECTION AGENCY upon completion of final 

stabilization activities. 
8. Remove sediment control devices,  upon approval of the INSPECTION AGENCY.     (1 DAY) 
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ENGINEERS CERTIFICATION 
I hereby certify that the plans have been designed in accordance with approved erosion and 
sediment control ordinances, regulations, standards and criteria. 

John B.  Norris,  Jr.,  P.E.  # 8616 Date 

ENGINEERING • LAND PLANNING • SURVEYING 
CONSTRUCTION MANAGEMENT • ENVIRONMENTAL 

\ ENGINEERING, INC. 
MAILING ADDRESS •   P.O.   BOX 643  •   LEONARDTOWN,   MD 20650 
OFFICE ADDRESS   •  44731  ST.  ANDREW'S CHURCH ROAD   •   CALIFORNIA,  MD 20619 

301-475-8700  •  FAX: 301-475-8705  •   e-mail: ngo&tqci.net 
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REVISIONS BUILDING PERMIT SITE PLAN 

SIXTH ELECTION DISTRICT 
ST.   MARY'S COUNTY,   MARYLAND 

DATE: MARCH 2005 

SCALE:  1" = 30' 

vmtmBmKKmBBKBmm/BKmmBBKMaammmBaaamaBi HEBDBBB^BBSi 

DRAWN BY:  DJO 

REVIEWED BY: 

PLOTTED:   MARCH 2005 

JOB NO.:  24NG02919 

SHEET NUMBER 

1  OF 1 


